
National Asbestos Program 
 
Aim of the Program 
The PTA National Asbestos Program has been designed to provide participating 
laboratories an external means of monitoring the "accuracy" and reliability of results 
produced by individual counters within their laboratory, thus improving the overall 
standard of work carried out in the area of estimation of airborne asbestos dust. 
 
Application of the Program to Accreditation 
Participation in this proficiency testing program satisfies the requirements of 
ISO/IEC 17025:2017 – General Requirements for the Competence of Testing and 
Calibration Laboratories for monitoring performance by comparing results with 
other laboratories. 
 
Program Details 
The NAP is a biennial program consisting of two rounds per cycle.  Each round is 
conducted over a calendar year, with each participant receiving 6 slides once per round.  
A follow-up set of six slides is also sent shortly afterwards to counters whose 
performance is categorised as 'unsatisfactory' for the initial round. 
 
Participants are required to count fibres on prepared slides according to the procedure 
described in the “Guidance Note on the Membrane Filter Method for Estimating Airborne 
Asbestos Fibres" prepared by the National Occupational Health and Safety Commission 
2nd Edition, [NOHSC:3003(2005)].   

Performance is assessed as "satisfactory," "questionable" or "unsatisfactory" by 
comparing participant's counts with established reference values. 

 
Confidentiality 
Each participant is assigned a unique code number, keeping all results anonymous 
in all PTA reports and publications. 
 
Fees and Further Information 
For information on program fees or other enquiries, please contact PTA 
directly: Email: ptaenquiry@pta.asn.au 
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